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PREFACE 


This paper is presented as a partial fulfillment of 
the requirements for the degree of Master of Science to 
the United States Naval Postgraduate School. The 
laboratory work on this subject was performed at the 
Ward Leonard Electric Company in Mount Vernon, New York, 
during an eleven week period which commenced on January 
5, 1948. ۱ 

Grateful acknowledgment is given to Mr, Frank G, Logan, 
Mr. Warren Dornhoefer, Mr. Stephen Stienetz, and Mr. Erving 
Leedes, of the Ward Leonard Electric Company, for their 
guidance in this work, | 

The amplification of radio frequency signals with 
magnetic amplifiers is believed to be original work, 
hence, references to this subject are not available. 
All references liated da the bibliography concern mag- 
netism and magnetic amplifiers for direct current or 


Signals at power frequencies, 
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INTRODUCTION 


The magnetic emplifier, or saturable core reactor 
as they are often called, has been practically disregarded 
in this country since the time it was invented by E. 

F. W. Alexanderson in 1916. It has been used in a few 
instances, as in theater light dimming controls, but 

because of the lack of suitable. magnetic materials, 

the magnetic amplifier has not been used to a great extent 
in the United States. Other countries, namely Germany 

and Sweden, have devoted much time and effort to magnetic 
amplifiers and have been able to develop magnetic materials, 
dry rectifiers and circuits which made the use of magnetic 
amplifiers feasible, 

When the United States became aware of the potential- 
ities of magnetic amplifiers, near the end of World War II, 
the United States Navy, various commercial firms, and ۱ 
schools embarked on a program of study and development which 
is continuing today. The magnetic amplifier is now in 
approximetely the same stage of development that the vacuum 
tube was during the period immediately following World War I. 

The magnetic amplifier has been utilized to date, pre- 
dominately at freguencies from zero to 800 cps; although 
a successful amplifier for audio freguencies has been 


developed and demonstrated,* 
* Ward Leonard Electric Company, Mount Vernon, New York, 


1 


The object of this paper, is to investigate the 
possible uses of maenetic amplìfiers et radio freguencies, 
and to investigate the magnetic materials presently 
available, Radio freguencies will be defined here as 
freguencies exceeding 15 kilocycles per second, 

It has been shown in this investigation that the 
magnetic amplifier can be adapted to amplifying signals 
' at radio frequencies. The limit on the highest freguency 
that can be amplified is determined by the eddy current 
loss in the core material. As better core materials are 
developed, this limit on freguencies can be raised, The 
magnetic amplifier can be 8087080 for other uses, such as 
a reactance element to modulate the frequency of an 
oscillator or the amplitude of a radio frequency power 
source. The magnetic amplifier is superior to the vacuum 
tube pitt da many instances where durability and 
dependability are prime requisites. 


CHAPTER I 
THE THEORY OF OPERATION 


Any current carrying conductor possesses, to some 
degree, the property of inductance. When the magnetic 
field of this conductor is induced in a magnetic material, 
the inductance is changed, depending upon the geometry of 
the magnetic core and its permeability. Using cgs units, 
the inductance L, of a core of mean length 2, area A, with 


turns of conductor, and of permeability u, is:‏ א 


۱ 2 
| < AYN AU و‎ heneries (1) 


۱ The permeability, U و‎ which is defined as the flux 
density divided | by the magnetization force,(B/H), is 
the only variable factor for any given core in Equation 
(1). Hence, if the permeability of the magnetic material 
can be made to vary in a desired manner, the reactance 
and the current through the coil or reactor is a function 
only of uU. 

In Fig. l the flux density of a typical core is plotted 
as & function of the magnetization force, the common D.C. mag- 
netization curve. liso pottsd is the permeability of the 
core as a function of magnetizing force H, It will be seen 


that the permeability starts at some definite value و‎ at 


H equal to zero. The permeability increases to a maximum 
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value , and at the knee of the magnetization curve, de- 
creases rapidly as H increases, approeching zero value 
asymptotically. 

If the permeability of a reactor core can be made to 
vary in one of the linear regions of this curve, then the 
coil reactance and hence the current through the reactor, 
will vary linearly. One of the methods used to obtain 
this linear change in permeability is to operate on the 
knee of the magnetization curves so that the change of A 
is a linear function of the magnetizing force, H, 

Let us consider a simple magnetic amplifier, such 
as that illustrated in Fig. 2. Neglecting the upper 
half of Fig. 2 the control circuit, for a moment, the 
current, i, will be limited by the values of R and 


load 


the reactance of L., where L_ will be given by Equation 


1 
(1). Now however, if EA is allowed to flow 
in the upper circuit or control circuit of Fig, 2, the 
permeability of the magnetic core material will be changed, 
since i, will cause the operating point, 1, (see Fig. 1) 
to shift to point 2. Thus, this change in permeability 
of the core material has caused the reactance of Li to 
decrease, allowing more current to flow through the load 
resistance. In this manner, by the control of the current 
i, , the current flowing in the load circuit, and hence 


the voltage developed across وہ رڈ‎ can be controlled, 
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Referring again to Fig. 1, we may choose the operating 
limits of the magnetization force, H, such that the 
corresponding change of permeability is linear, or nearly 
SO。 | ۱ 

The successful operation of this circuit وه‎ an ampli- 
fier then depends on the sensitivity of control, the linear 
change of permeability with magnetizing force, and the gain 
obtainable per stage. At low frequencies (below 800 cps) 
various magnetic amplifiers have been built which respond 
to a fraction of a microvolt, give power gains in the order 
of 100,000, and have very low harmonic content. The 
harmonic content, however, will depend upon the type of 
operation. ۱ 

VerPlank and Fishman (24) have analyzed the circuit 
shown in Fig. 2. In their analysis, the resistances of 
the anode aná control circuits, the flux leakage, and the 
core losses were neglected, aná a uniform flux density was 
assumed, At low frequencies and with proper core design, 
these assumptions are valid except for neglecting re- 
sistances. 2 the values of Road and Rostro] 6 the 
winding resistances are small compared to the winding 
reactances, then these solutions will be approximately 
correcte 


Considering the voltages in the anode circuit: 


| d 
En cos wt = N, $2 (2) 
where Emcoswt is the applied voltage, N, is the number of 
turns in the control winding, and de is the time rate of 
change of the total flux linking the load circuit winding, 


The solution of Equation (2) is: 


B=% = Bm sin wt +B, E (3) 


where B is the flux density, A the core area, and Bo the 
initial flux density. The maximum flux density Ba is 


defined as: 


: E 
Bm = 2m = مسج‎ (4) 
The relationship between the control current in, and 

the load current ii can be derived from a relationship 
of mmf ts, These solutions depart considerably from act- 
ual wave forms obtained by oscillographic methods, due 
mainly to the effect of resistances present in both the 
load and control circuits. 


To avoid the use of vacuum or gas tubes, âry recti- 
fiers are used in most magnetic amplifiers to obtain 


direct currents when needed, The characteristics of these 
rectifiers are very important in the functioning of a 
magnetic amplifier, since a small amount of back current 
through a rectifier mey act as an effective control 
current and can cause a marked effect on the amplifier 
responses 
۱ Greater sensitivity to control current may be obtain- 
ed by the use of feedback similar to that in vacuum tube 
amplifiers. A I SOUS of feedback will 
be presented later. 

8 important factor which cannot 068 68 
is the transient response of an amplifier, Since the 
1086 circuit consists of resistance and inductance, there 
is an exponential delay in the time between the applied 
signal voltage and the current through the load resistor, 
In nearly all circuits this time constant is an impor- 
tant limitetion on the speed of response, The use to 
which a magnetic amplifier is to be put will usually de- 
termine the time constant characteristics. By proper 
choice of resistance, inductance, and capacitance, this 
effect may be minimized. 

Magnetic amplifiers may be used to control either 
alternating or direct current though a load resistor as 
shown in Fig. 3. In Fig. 3 (a) the basic A.C. amplifier 


controls the alternating current produced by the power 
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source, In Fig. 3 (b) a bridge rectifier has been added 
to make the circuit a D.C. amplifier. This circuit lends 
itself to the application of actuating releys for on-off 
control and in such applications as computors, Smoothing 
elements may be edded across the output if desired. 

Bias flux is often adâed to a reactor core to control 
the guiescent operating point about which the control flux 
may vary. This flux is obtained by adding another winding 
to the core and passing direct current through it. This 
D.C. bias current is normally obtained from the A.C. power 
source through a bridge rectifier. The bias current is 
set to place the core in a partielly saturated condition 
such that the amplifier may act as either a Class A, Class B, 
or Class C amplifier. 

Fig. 2 shows the most simple type of magnetic amplifier; 
it possesses some inherent objections, however. First, 
unless the D.C. current source in the control circuit has 
infinite internal impedance, the A. 0. flux from tie load 
circuit will set up an alternating current in the control 
circuit. This 2.0. current in the control circuit has the 
effect of shorting out some of the turns on the load cir- 


` cuit winding L Hence, when the value of R 


1” control ** 
changed, the voltage appearing across Rosa will be a 
function of the A.C. and D.C. components of ine A more 


‘desirable arrangement would be for a change of load 


- 11 


eurrent to be a function only of the D.C. control current. 
This effect is accomplished in several ways. One method 
is to use a core configuration such that none of the A.C. 
flux passes through the part of the core on which the D.C. 
control windings are placed. | 

Such an arrangement is shown in Fig. hs In this 
reactor, the alternating current coils are in series, and 
so wound or connected that their instantaneous mmf's are 
opposed in the contes leg and thus should induce no A.C. 
voltage in the D.C. control winding. When direct current 
flows in the control winding however, D.C. flux exists in 
the entire core which is then subjected to a degree of 
saturation which is a function of the empere turns of the 
control coil and the characteristics of the core material. 
The degree of saturation effects the reactance of the A.C, 
windines and this may be adjusted from a maximum with סם‎ 
tro current flowing to some practical minimum value 
determined chiefly by the leakage reactance of the struc- 
ture and the heating of the control windings. 

The number of control D.C. ampere turns, and hence 
the control power, required to saturate the core struc- 
ture and thus reduce the reactance to a minimum, can be 
predicted rather closely for any given set of conditions, 
provided the core characteristics are known. Again consid- 


ering Fig. 4, it is seen that the control mmf opposes the 


mmf of one A.C. winding at any instant. This means that in 
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one leg, for complete saturation enough control ampere turns 
must be provided to cancel out the mmf produced by the peak 
A.0. current and also to saturate the core in this portion 
of the structure to an extent which will bring it up far 
enough on its saturation curve to reduce the coil reactance 
to the desired minimum. In practice, the number of ampere 
turns per unit length must be limited due to excessive flux 
leakage. 

Alternating current may also be eliminated from the 
control windings by using two cores such as the circuit 
shown in Fig. 7. In this Sl two separate cores are 
used in place of a single multi-legged core, While the 
A.C. flux will link both of the control windings, if the 
. windings on each core are identical the control windings 
may be connected so that the resulting induced A.C. voltages 
are bucking and will cancel out. The A. C. or رم‎ wind- 
ings may be connected in parallel if so desired. An ob- 
jection to this general configuration is that although the 
net induceá voltage across the control terminals is zero, 
the induced voltage across either one of them may become 
dangerously high. This circuit is mainly used in small 
saturable core reactors where the cores are of high 
permeability materials. In such a case where control is 
easily obtained, the number of turns on the control wind- 


ings may be small, 


CHAPTER II 


CIRCUITS 
1. Magnetic Amplifiers for Low Frequencies. 


Several important circuits are used in magnetic ampli- 
fiers operating at low frequencies. One of these circuits 
is shown in Fig. 8 F. G. Logan (20) introduces with this 
circuit, a form of self~saturation. The windings on the 
outside legs carry half wave unidirectional current, 

With no control current, each half of the core will be left 
with residual flux after each conducting half cycle and the 
whole reactor will possess less inductance than before the 
core halves were biased by the half wave D.C. load current. 
The effect of this self-saturation is to increase the load 
current without external power, This type of operation is 
essentially feedback without the extra windings necessary. 
For similar circuits conditions, the degree of self~ ۱ 
saturation is determined largely by the core material, 

The output current resulting from this action a hê as 
high as fifty percent of maximum output with high per- 
'meability core materials. Maximum output is achieved by 
additional saturation of the core 080866 by the control 
current. | 

In this type reactor it mey be seen that the con- 


trol mmf is alternately aiding and opposing the mmf of 
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the half wave power supply current passing through the 
rectifiers. The control mmf required to produce a hess 
tain degree of saturation is equel to the total mmf re- 
quired minus that contributed by the load current. Also 
plotted in Fig, 8 are the control characteristics of this 
type amplifier. These control characteristics show the 
voltage across various values of load resistance as a func- 
tion of the control current. The effect of removing self- 
saturation ôl ta control characteristics of this type 
amplifier is shown in Fig. 9 with its associated circuit, 

It will be noted that self-saturation allows the amplifier 
"m be responsive to control current flowing in either a 
negative or positive direction, The reactor shown in 

Fig. 9 may be made to respond to a reversible or A.C. con- 
trol current if a separate bias winding is added to the 
center leg of the reactor. The 2.0. bias current may then 
be adjusted to allow a certain quiescent voltage to appear 
across the load. Superimposing the control flux in the core 
will then vary the voltage across the load. From the con- 
trol characteristics in Fig. 9 it can be seen that by bias- 
ing the reactor near the kneé, on the upper part of the 
curve, the amplifier may be operated as a Class B or Class C 
amplifier,  Biasing the reactor in the lower linear portion 
of the curve will give Class A operation. Distortionless 
amplification will result providing this region of operation 


is perfectly linear. 
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Although the amplifiers described here employed the 
three legged type reactor shown in Fig. 5, other con- 
figurations such as that shown in Fig. 6 may also be 
employed, depending on the particular use of the amplifier. 
With higher permeability core materials, the control 
characteristics shown in Figs. 8 and 9 will be much steeper, 
showing much better sensitivity. Magnetic materials which 
have been annealed under strong magnetic fields may have a 
very sharp knee on both the magnetization curve and on the 
control characteristics. For Class B or Class C amplifice- 
tion this sharp knee is advantageous in that it gives a 
sharp cut-off, similar to the harp cut-off which may be 
obtained with some types of gas or vacuum tubes, 

Although these amplifiers have been described as 
having D.C. control, with proper biasing they will operate 
well for amplifying A.C. signals. The difference being 
the transient response of the circuit used. The time 
constant of a circuit can be improved by increasing the 
ratio of resistance to inductance at the sacrifice of 
power gain. At higher frequencies the addition of capaci- 
tance will improve the circuit time constant further.  Re- 
sponse time of magnetic amplifiers can also be shortened 
by incorporating first differential positive feedback, 

Because the magnetic amplifier is a power operated 
device, the impedance of the signal or control source 


should match that of the control winding for optimum 
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performance. For the same reasons, the load should be 
matehed to the amplifiers. This matching can usually be 
best accomplished by pata bretaña as part of the 
circuito 

۱ One advantage of the magnetíc amplifier is the com- 
plete isolation of the input and output terminals. The 
greatest amplification can be obtained with resistive loads. 
Two amplifiers may be connected in push-pull to give zero 


load current with zero input or control signal. 
2e Feedback. 


A German scientist, ius Theodore Buchold (6) (16), 
doing basic research on magnetic amplifiers has demonstrated 
that by the use of fesdbaotk; the necessary control power 
can be reduced, Figure 10 shows & basic circuit in which 
the primary, Secondary, and tertiary windings represent 
the anode, control, and feedback circuits. Referring to 
Fig. ll, the action of feedback is shown on the control 
characteristic curves, One curve shows the load current 
as a function of control current for a magnetic emplifier 
such as shown in Fig. 2. If feedback is added, such as 
with the circuit shown in Fig. 10, better control is ob- 
2 that is, a greater apparent variation in load 
current for the same control current. While the same 
amount of control current is required for both circuits, 


part of this control current 18 furnished by the feedback 
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windings. Care must be taken with an amplifier utilizing 
feedback since oscillations will occur if a signal is fed 
back which satisfies the Barkhausen criterion for oscilla- 
tion. 

VerPlank and Fishman (24) have analyzed the circuit 
shown in Fig. 10. In their analysis they neglected all 
resistances, assumed the flux density was uniform. Neg~' 
lected flux leakage, and assumed identical characteristics 
for each of the four rectifiers. With proper precautions, 
all these assumptions are valid except that of neglecting 
the resistances. The effect of resistance will modify 
somewhat their results. The cycle of operation is divided 
into three periods and the voltage equations written for 
each period.. ۱ 
۱ During the interval when i, is positive, & period 


exists when only two rectiflers are in operation. Then: 


E cos wt = N ¿A dE: + +N ¿A 4B» -NAGE NEA GE 


= (N,*N,)A4B* + (N,-N;)A dB» (5) 


where Emcoswt is the applied voltage; A, the cross- 


sectional area; N,, the number of turns per load winding; 


2 
Ne, the feedback turns; B4, the flux density in core "a"; 


2h 


and By, the flux density in core "b", 
During the interval when i, is negative, the two 
rectifiers which were not conducting during period one, 


will be conducting. The voltage equation may be written 


as: 


E cos wt = NAS NAA 48 lE * EN A 4Ê - پل‎ A dB. 


= (N,-N;)A مه‎ + (NaN) A a (6) 


~ 


During the third period when all arms of the recti- 
fier bridge are conducting, thet is, if S | al >0 


‘or if ig>lia] , then: 


0 = -N,A + N,A دک‎ 


- dt (B.-Bs) (7) 


Solving these equations gives: 


Ba = Bm sin wt +B, (8a) 


2 


and 


D, = Bmsin wt - B, (85) 


where: 


B = אמ‎ 10" io? 
₪ 2oN,A ۱ gauss 


end By, is the average flux of path "a". From these 
eguations the flux density or voltage across any circuit 
element may be calculated at any instant. It must be re- 
membered that the effect of resistance may effectively 


alter these equations in some instances. 
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CHAPTER 111 


THE EFFECT OF RADIO FREQUENCY FIELDS ON CORE 
CHARACTERISTICS 


Before proceeding with a discussion of the results 
of the application of radio frequency signals, it will be 
necessary to discuss some of the theoretical treatments 
of ferro-magnetic materials. It is well known that neg- 
lecting hysteresis loss, the apparent permeability of 


laminae may be expressed in absolute units by: 





ET E tp - cos tp ]* ay (9) 
(tp | cosh tp + cos tp 


where: | 
a ON a J- ud 
LIRE. ۱ (11) 


Mus is the true of D.C. permeability, t the thickness 
of the laminae, e the specific resistivity, and f the 
frequencyo 

When tp reaches the value of 3,0, the value of the 
quantity in brackets of Equation (9) has reached a value 
differing from unity by only ten per cent. The limitins 


value of A then becomes: 
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Ed (10) 


Dannatt (8) expresses the associated eddy current 
مو‎ the reaction of which causes the 008 loss of 


permeability, as: 


ian 
Nea 


مه 


2 
9 5 inh tp — sin tp 
; We = ai à z | 


wt Lcosh tp + عم‎ tp (12) 
which approaches the limiting value of: 
4 r 2 3 
8 | „Se Hd. _ wtf? Ba T 
e 8۲1*۱0 ^ Aue“ 


where Ba is the apparent or measured flux density, max- 
imum instantaneous value. 
From Equations (9) and (12) the power factor may be 


found to be: 


sinh tp- sin tp 
12 ] سرک‎ ] 





cos = 
® [ cosh tp — 5 tp | + (13) 
cosh tp + COS tp 


The limiting value of cos @ at large values of tp 
is: 


(14) 
or the- angle between the mmf and the effective induction 
is % i 


mn the effect of hysteresis loss, to be 


added to the eddy current loss, eives: 


۱ - int 8 
_wra fasmtpx-Bsintp8 ے‎ -7 
Wet Uu 4eP cosh tpa - cos tpe Ba סו‎ (15) 


where, 
۱ | 4 ל‎ 
a-[iysin y] * and 8 = (1- sins] 
and 


sin YT = 44۸۰ f 


where t is the coefficient of hysteresis loss. As pt 
approaches a large value (high frequency), Equation (15) 


approeches: 
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۱ و ور‎ 
۱ «ret $ Ba 
(16) 


and the expression for the power factor is modifieâ to 
“7 ~ 


the value of: 


= 0.70 : 
cos $ که‎ 'am 


In Fig. 2 the ratio of apparent permeability, 4 


ana Û or E are plotted as functions of O , where: 
Q vol. 
0 = pt = 2.۳۳ ید‎ ۱ )18( 


Fig. 13 shows Equation (9) plotted as a function 
of frequency for Supermalloy of thicknesses of 0.001, 
0,002, and 0,003 inches. 

If the apparent permeability is plotted as a function 
of freguency for the various types of magnetic materials, 
there is a rapid decline of permeability with freguency 
up to the region of about 2 megacycles, but thereafter 
the curve appears to settle down to either a constant 


value of permeability or a slow decrease of permeability 
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with frequency, as shown by Dannatt (8). 

The late theories of ferromagnetism suggest that 
ferromagnetic materials consist of magnetic regions or 
domains which are in a saturated state without any external 
0 8م‎ applied. Each domain has its axis of magnet- 
izetion different from its surrounding domains. These 
domains are estimated to have linear üimensions of the 
order of 1072 to 107^ cm. When an external field is applied 
to the ferromagnetio material, these domains line up parallel 
to each other in the direction of easy magnetization (i.e., 
the 100 axis of the crystal) nearest that of the applied 
field. This condition corresponds to the steep portion of 
the magnetization curve (see Fig. 1). As stronger fields 
are applied, the domain flux comes into more exact parallel- 
ism with the applied field and consequently into less per- 
| meable directions (i.e. into the lll axis of the crystal). 
This condition would correspond to the knee of magnetiza- 
tion curve, Finally as all the domains become lined up 
with the applied magnetic field the saturated or upper flat 
region of the magnetization curve is reached. Many high l 
permeability masnetic materials are grain orientated, that 
is, the crystals are forced to form in the material in the 
desired directions. This is accomplished by 8 cold roll- 
ing process and controlling the heating and cooling cycle 


during the annealing process. 
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Dannatt (8) explains the decrease in permeability 
with frequency as Cue to rapidly alternating fields which. 
cause the magnetic domains to be subjected to a type of 
molecular viscosity during the lining-up process. It 
might هو و‎ under these conditions that the velue 
of permeability under high frequency magnetization would 
reach a limiting value with increasing frequency, equal 
to the initial permeability of the material when measured 
at low frequency. This initial permeability is the 
permeability in the absence of any lining-up of the mag- 
netic domains. 

Dannat (8) finds however, in actual experiments, the 
final or ultimate value of the permeability is considerably 
lower than the initial permeability. This is accounted 
for by the decreased permeability of the outside layer of 
domains of a material. When the depth of penetration of 
flux into the material reaches the magnitude of the linear 
dimensions of the domain, approximately 0.001 cm., the 
expected value of permeability becomes small compared to 
the initial permeability. If the frequency is increased 
still further, the permeability should remain nearly con- 
‘stant since demagnetization effects relates to the Scene 
in the' outermost layer, Since the permeability is prac- 
tically independent of freguency above about two megacycles, 
it follows that the rotational effects in the domains have 


become unimportant when the depth of penetration of the 


ا3 


magnetic flux becomes critical. This depth of penetration 


is expressed as: 


Yz |. e.‏ - ה 
4ر ۷ zp. 4T‏ 


em 


absolute units (20) 
The effect of eddy currents is to prevent the field 
from penetrating immediately to the interior of the 
O'N and when the applied field is varying continual- 
ly, the field strength in the interior of the material may 
never be more than a small fraction of the field strength 
at the surface. The magnetic induction, therefore, de- 
creases from the surface toward the interior. As ex- 


pressed in Equation (10), the effective permeability is: 


nį- 


[ue] 


\ (10) 
q = 277 1 + 





ve 


In a magnetic amplifier working at radio frequencies, the 
ا‎ ot the materials used may be such that 95 per 
cent of the true permeability is lost. At these high 
frequencies the flux carrying ability of a material of 
given resistivity and thickness is directly proportional 


to the square root of its permeability. 
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CHAPTER IV 


THE APPLICATION OF RADIO FREQUENCIES TO MAGNETIC 
AMPLIFIERS 


کہ 


l. Method of Operation, 


While magnetic core materials have been used at radio 
frequencies, such as in intermediate frequency transformers 
and radar pulse transformers, the use of magnetic ampli- 
fiers at radio frequencies has not been investigated to 
any great degree. The most foreboding problem, as pre- 
viously ment êê, is that of maintaining reasonable per- 
meability in order that control may be retained. The 
present day crystal diode type of rectifiers, while not 
possessing ideal characteristics, has proved itself suit- 
able in most cases for use even at micro-wave frequencies, 
Therefore, the main body of this chapter will be devoted 
to the investigation of suitable magnetic materials and 
circuits in which they are to be used. 

Since the change of anode current through the load 
resistance varies as the permeability of the core material 
chanees, it is obvious that better control or eain per 
stage can be obtained if a large change in permeability 
can be produced. Thus, the sharper the knee of the sat- 
uratìon curve, the ו‎ the degree of control that can 


be realized. However, the knee of the magnetization curve 
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at sadio. ca EE is rather broad compared to the 
sharp knee at power frequencies; the conventional mag- 
netic amplifier circuits would give comparitively poor 
sensitivity to control current. Hence, the circuit shown 
in Fig. 1) was deviseá to obtain better sensitivity. 

The four windings Li; Lo, L3, and L, were wound on a 
closed toroidal Supermalloy* core. L4 was tuned to res- 
onance of the R.F. power supply frequency with Cys R5 is 
adjusted so the current flowing in the Bias Circuit changes 
the permeability of the core, thus changing the value of 
i and detuning the 1404 combination, This establishes 
the quiescent operation point in the center of the linear 
C, resonance curve, See Fig. 15. 


1 1 
A radio frequency choke is added to prevent R.F. current 


region on the side of L 


from flowing in the Bias Circuit. 
۱ If an alternating signal voltage is Kos applied to 
the Signel Circuit which is tuned to the signal frequency 
by means of وو‎ the value of 7 will vary about the value 
established by the D.C. bias current. L,C, will thus 
approach resonance when the signal current is positive, for 
example, and move further from resonance when the signal 
current is negative, as indicated in Fig. 15. 

The effect then is to move Lo or the resolamod curve 
of Fig. 15 back and forth along the horizontal frequency 


axis about some fixed frequency. This is essentially a 


* Bell Telephone Laboratories, New York, New York. 
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Haas action which modulates the R.F. power supply 
signal and the voltage appearing across L,C, will appear 
as an ordinary modulated radio freguency carrier signal, 
The modulated output may be removed from the cir- 
cuit as a voltage across Ry or by the Load Circuit of 
Fig. 14. IL, and 02 may be tuned to the R.F. output fre- 
quency, or without Co the voltage may be taken off the 
Lo windings by transformer action. As previously men- 
tioned, the load must be matched to the output circuit. 
Providing the signal to be amplified is an unmod- 
ulated radio frequency signal, the output across the 


load resistor will be: 


e= E. (i*m sin wet | sin uw pt 


E [sin ut +Bcos(we Wet - cos (wp rwe) ] (21) 


where ₪6 is the signal frequency (cerrier), wp is the 

power supply freguency, anâ m the degree of modulation, 
If however, the input signal is an amplitude mod- 

ulated radio frequency signal, then the output of the 


amplifier is a doubly modulated wave: 


es: יר‎ wet + m وف 2 سے دای‎ (wert sm wet (22) 


LO 


where Wa is the first signal or audio frequency, We 
is the signal carrier frequency, and Wp is the power 


supply frequency. Multiplying Equation (22) out, gives: 


l ול‎ . 
e = Es [os (we-we)t -m sin (ueu Wat + 2 sin (w p-Werwe)t 


(23) 
- cos(wp we +B sin (Wp tide We جا(‎ m sin (wp 3 Y 


This voltage gives summation and difference frequencies 
with appropriate side bands, similar to the output of the 
first detector of a superhetryodyne receiver. 

If a second amplifier stage of a similar type were 
cascaded, utilizing the same power supply, the summation 
and difference frequencies will again result with an out- 
put of a summation signal of twice the power supply fre- 
quency and a difference signal of the original signal 
carrier (the power supply frequency being suppressed). 

| Thus, it may be seen that several stages of this | 
type may be cascaded by tuning each succeeding stage to 
the proper frequency. It must be born in mind, however, , 
that if a succeeding stage were tuned to the summation 
freguency, the difference frequency component would be 


lost. This system would inherently give only half the 


Ll 


* 


power gain of which each stage would be capable of pro- 
ducing. : | E 

In a O tybe of amplifier circuit, the sensitivity 
and gain will) be a function of the 9 obtainable. Neg- 
lecting the resistance of the winding L4 (its loss being 
small compared a the core losses); the ۵ ofa tuned 
circuit will be a function of hysteresis and sad current 
losses. As has already been pointed out, the hysteresis | 
loss, which is a linear function یط‎ is small 
| compared to eddy current loss which varies as.the second 
power of the frequency. 

The effort to improve the smplifier performance can 5 
then be directed to reducing core losses by thinner © 
laminated and higher resistivity materials. The Super- 
malloy used in this case was the best obtainable material, 
in that its maximum permeability was still a reasonable 
value at one megacycle. Some powdered SUPE; such as 
وو وو مو‎ which are composed of fine grains of high per- 
maa bE material, indicate that they may possibly be the 
answer to the core loss problem, The difficulty with the 
powdered core is the excessive flux leakage from the in- 
finite number of small air gaps between the ferrite par- 


ticles. This flux leakege decreases the effect of control, 


* North American Philips Company, New York, New York. 
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since a large portion of the flux set up by the control 
windings escapes the core, thus preventing it from control- 
ling ‘the magnetic flux of the power supply. The Ferroxcube 
dore wilt give Q's in the order two hundred which indicates 
that a compromise might be reached between flux leakage and 
eddy current losses. 

The values of maximum permeability, as a function of 
frequency, are plotted in Fig. 13 for Supermalloy. Measured 
values of Q's for various frequenoies are plotted in Fig. 16 
for Supermalloy. As previously discussed in the work done 
by Dannatt (8), the permeability remains nearly constant 
from frequencies of two megacycles upward toward six hundred 
megacycles. Providing the value of permeability in this. | 
"flat range" can be made a reasonable value, then an ampli- 
fier might be used well into the radio frequency spectrum, ` 
providing also that the permeability could be changed with 
control «flux. 

| 'The gain of the circuit in Fig. 14 can be computed 
as 8 power ratio or in db. The input power will be that 
dissipated in the equivalent resistance of the tuned cir- . 
cuit. The output power will be that contained in the 
side bands of the modulated wave. The final expression 


for power gain will be: (See Appendix A) 
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(24) 


where 





The power gain may thus be maximized by using one 
hundred per cent modulation and keeping the L to C ratios 
of the tuned circuits as high as possible. This may be 
accomplished practically by using the distributed capacity 
of the windings and as a small a variable capacity as 
possible. The use of Litz wire for the windings will 


minimize Rj, and R the winding resistances. Omitting 


, 
Ta and removing a^ amplified signal frcm the Load Cir- 
cuit will increase the gain somewhat depending on the 
amplitude of the load current. Since the maximum values 
of n and L3 will be functions of frequency, the power 
gain is also a function of frequency as expressed by 
Equations (1) and (9). 

For emplification without distortion, the equivalent 


frequency shift caused by the signal flux must not cause 


the operating point to go beyend the linear region of the 
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resonance curve. See Fig. 12. Thus for distortionless 
amplification, the input signal is limited by the Q of 
the Anode Cirouit. 
2۰ Experimental Results. 

The circuit shown in Fig. l4 was erected using a core 
wound of Supermalloy tape of two mill laminar thickness. 
. The radio frequency power supply consisted of a 6L6 tube, 
electron coupled osoillator driving and 807 tube. The 
plate of the 807 وو‎ tube was coupled to the anode 
winding through a capacitor. The anode winding LI1， which 
consisted of forty turns of Litz wire, and the variable | 


capacitor C, formed the output tuned circuit to the 807 


1 
vacuum tube. The plate power supply voltage for the 807 
tube was variable from zero to 650 volts. 

| The bias supply consisted of a nine volt dry 1 
battery, which was connected through a we and one-half 
milli-henery radio frequency choke to the windings of Lie 
The bias windings consisted of 425 turns of number thirty- 
two B. and S. gauge wire, 

The signal input windings consisted of one hundred 
turns of number thirty-two wire and the load windings 
consisted of fifty turns of the same gauge wire. All 
voltages were measured with a high impedance vacuum tube 


voltmeter and wave forms were observed with a cathode-ray 


oscilloscope for distortion, 
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At power supply freguenoy of 500 kilooyoles and a 
signal frequency of 50 kilooycles the power gain was 
found to Us 1120 times. See Appendix B. However, since 
the permeability and Q of the core and associated circuits 
are a function of frequency, the gain will — with the 
signal and power supply frequencies. These variations were 
measured and are plotted in Figs. 18 and 19. Fig. 18 shows 
the power gain as'a function of power supply frequency. 
Fig. 19 shows the power gain as a function of signal fre- 
guenoy. m all measurements made, the wave forms were 
observed to keep the amplification as nearly linear as. 
possible. Since. the oscilloscope will not show small 
amounts of distortion, these results indicate the ampli- 


fier's general 00 


3. Other Uses of the ی‎ ia ون‎ at Radio 


Frequencies. 


Another use for the magnetic amplifier is that of 
amplitude modulation for a radio transmitter. E. F. W. 
Alexanderson's original magnetic amplifier was designed 
specifically for this purpose. However, this modulator 
was designed when very low radio frequency carriers were 
used. In the future as better magnetic materials are 
developeá, the return to the magnetic amplifier as a 
modulator will become feasible and can compete with the 


types of amplitude modulation employing vacuum tubes. 
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Various types-of modulation circuits can be used employing 
the magnetic amplifier,as modulation in the siate or 0 
circuits. With the present وق وو‎ magnetic materials ۱ 
now available however, the core losses make plate modula 
tion inefficient. 

| Freguency Modulation may also be accomplished by using 
the magnetic amplifier in the same manner as a reactance 
tube. As in Fig. 17, the grid tuned circuit inductance is 
wound on a high. permeability core with auxiliary windings 
for bias current and the modulating audio signal. L4 and 
Cy are tuned to the center frequency which is multiplied 
dn succeeding stages of vacuum tube amplification, The 
value of L4 is & funetion of the core's permeability as 
given in Equation (1). The bias current is adjusted so 
that the core is operating in a linear region of its 
permeability curve, (see Fig. 1). Any flux now aâded to 
the core will change its permeability and also the in- 
ductance of Lj. This change of permeability, caused by 
the additional flux of the audio signal, will oause the 
tuned circuit, و 03 و‎ to shift the freguency of the os- 
 eillator. The oscillator frequency then becomes a linear 
function of the amplitude of the audio signal. The out- 
put frequency spectrum of the oscillator becomes the same 
as the output of an oscillator whose frequency is deter- 


mined by a reactance tube in the grid circuit. 
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As previously mentioned, audio amplifiers* have been 
built and successfully demonstrated. These amplitude 
modulate supersonic Y, weves with audio fre- 
guency signals. The advantages of such an amplifier are 
dependability, ruggedness, and the ability to handle 
more power of audio signal per pound of amplifying 
equipment. The main disadvantage is in obtaining a 
supersonic or radio frequency power source which can be 
converted into audio power. Except for the power source, 
and by use of dry or crystal type 0-0 the entire 
amplifier can be made without the use of vacuum tubes. 

While this characteristic is not a great FD in many 
instances, for Naval uses where dependability is a necessity, 
it can prove superior to the vacuum tube amplifier, Another 
rentas of this type of amplifier, both at radio and audio 
freguencies, is the low noise level. The only inherent 
noise of a magnetic amplifier is the "Barkhausen effect" 
of noise caused by the sudden shifts of the magnetic domains 
within the magnetic materials. This effect gives a random 
sharp peaked noise similar to vacuum tube "shot noise" but 
at a lower power level than the "shot effect" found in 
vacuum tubes. In high permeability magnetic materials in 


particular, is this noise level low. 


"Ward Leonard Electric Company, Mount Vernon, New York. 
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The future of the BEES amplifier at wee fu dese 
quencies will depend on whether or not rhysical means can 
be found to reduce the leminar thickness of the magnetic 
materials. New methods in producing rn and sinter- 
ed cores, promise materials with extremely low eddy current 
losses, which will give materials whose permeabilities will 
remain high well into the radio frequency spectrum. 

In this discussion it has been assumed that the true 
permeability is 0000 of freguency and that only the 
apparent permeability diminishes as the frequency increases. 
There is some reason to believe; however, that at ultra- 
high freguencies, the magnetic domain is not capable of 
changing with the required rapidity. R. Becker (5) has 
calculated the order of the magnitude of the frequency at 
which the magnetization should fail to respond, He re 
mates that the permeability will begin to decrease serious- 
ly when the frequency is about two thousand megacycles, 
corresponding to a wave-length in the air of fifteen 
centimeters. 

While this calculation may indicate the upper limit 
for the magnetic amplifier, there is still a considerable 
portion of the radio frequency spectrum in which the 


magnetic amplifier may be used, 
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APPENDIX A 


The power input to the signal circuit may be ex- 


pressed as: 


En £2 — R,C 
_P. = signa coe 3 
Input Power 7 Pin K equivalent 2 nd Ls ( 25 ) 


The output power contained in the side bands of the 


modulated wave is: 


Out put Tower -Ra - m | )26( 


where m is the degree of modulation; E is the rms value 
of the applied voltage; R, L, and C are the values of 
resistance, inductance, and capacitance of their respec- 
tive circuits. 


The carrier power, P carrier, may be expressed by: 


Es 
eae p Re (Z) ۱ (27) 


where Re (71) is real part of the impedance of the anode 
circuit. Since 6 are not tuned to exact resonance, 


the impedance Z4 is: 
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(28) 





Ud 


-where ` 


fo 





on 
ll. 
cle 
1 
۱۱ 
o^ 


-The real part of Z, is then: 


- = ۱ ا ב پیل‎ 
a Ke (Z,) ו‎ RC, 1+4Q78* 


and the carrier power becomes:‏ ۔ 
2 
P 5% >‏ 
"pup ST | an‏ 
carrier R, + Ly 一 一 一 一 一 >‏ 
M RIC, 1+4Q/0‏ 


The power gain which is the ratio of the output 


power to the input power, is: 


m مس‎ LRC Ut AQF) ۱ 
RC, (E RICOS $)«-L,[. «24r 


Power Gain / 2 E signal 
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The gain 


may be calculated from this data by Equation (24). 


0.80 

200 volts. 

2 volts. 
5x 107 cps 
5x 104 cps 
26 mmfd, 
0.723 ohms 
2 x 10 ohms 
2e0 ohms 
168 mmfâ. 
12.6 

LO 

50 

100 

425 

0.98 sg. om, 
10.4 cm. 
0.052 


APPENDIX B 


.. Then: 
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' The following typical data was observed. 


=a 
Ecarrier, 
Esignal, 
carrier, 
fsignal, 
Cy» 
Ru. 

Ry, 

R3， 

YN 

۹.۰ 


From Fig. 13, ۸۸۱.5 ۰ 10+ 


_ 4T uw -۹ 
= + “AG | heneries (1) 


L 0 0000 


L3 1.65 x 10 heneries 


E eal LRGbDe4s6) oo 
Esignal بای‎ [R,RC,(1+ 4075") + 5 ۱ 





i \ mi 
| Can = 2 


(24) 


(G4. ۴ (0.165)(0.72)(2.610")[ +(4)(150)(0.052) 


—— 


Z 25 (8xio | Gxos(o122.5 X 10 iaaso(e52) ۲254۷0۶ | 


o 





— 


where, 


Power Gain=1120 


=10 log 1120 =(10)(305) 30.5 db 
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Other values of power gain have been computed and are 
plotted as a function of power supply frequency in Fig. 8 


and as a function of signal freguency in Fig. 19, 
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